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HIGH DEFINITION 
Feature DISH 81 1 


Supports HDTV 

Yes 

Number of Satellite Tuners 

1 

Receives Off-Air Analog/ 


Digital Video Recorder 

No 

Digital Broadcasts 

Yes 

HD Video Outputs 

DVI-HDTV/DISH DVI 


(DVI-D), Component (Y Pr Pb) 

SD Video Outputs 

Composite, S-Video 

Optical Digital Audio Output 

Yes 

RCA-Type A/V Inputs 

2 Sets 

DISH Home Interactive TV 

Yes 

On-Screen Caller ID* 

Yes 

Remote Type 

UHF Pro 4-Component 


Universal 

Software Upgradeable 


Via Satellite 

Yes 



DISH Network HDTV satellite receiver with integrated off-air tuner for reception of high definition and standard 
definition programming. 


RECEIVER FEATURES 

• High definition (HD) and standard definition (SD) 
single-tuner satellite receiver. 

• Integrated off-air tuner for reception of local 
digital/HD and analog broadcasts. 

• 480p, 720p or 1080i resolutions supported via 
HD outputs. 

• HD connectivity: DVI-HDTV/DISH DVI (DVI-D) 
and HD Component video outputs. 

• Both HD and SD content can be viewed on an 
HDTV using the HD video connections (SD 
content is up-converted). 

• SD connectivity: Composite audio/video and S-video 
outputs. 

• Both HD and SD content can be viewed on 
a SDTV using the SD video connections (HD 
content is down-converted). 

• HD and SD outputs active simultaneously. 

• 2-day stored Electronic Program Guide (EPG) features 
seamless on-screen navigation between off-air 
digital/analog programming, and DISH Network high- 
definition and standard-definition programming. 

• DISH Home Interactive TV. 

• Parental control locks, program information, themes 
lists, favorites lists, browse, one-touch channel return, 
closed-caption support and alternate audio. 

REMOTE CONTROL 

• Universal UHF Pro 4-component remote control: 

• Controls the satellite receiver through walls and 
other obstructions. 

• Unobstructed UHF Pro operating range of up to 
200'. 

• Can be programmed to operate (via IR) up to three 
additional components such as TVs, VCRs and 
DVD players. 

Dolby is a registered trademark of Dolby Laboratories. 

*Requires Caller ID subscription with local phone company. Phone line must be connected to receiver. 


FRONT PANEL FEATURES 

• Buttons 

• Cursor Up, Down, Left, Right and Select for 
menu/EPG navigation 

• Power, Info, Menu, Sys Info, Cancel 

• Satellite/Off-air mode lights 

• IR remote sensor/IR blast emitter 

REAR PANEL FEATURES 

• 1 satellite tuner input 

• 1 DVI-HDTV/DISH DVI (DVI-D) output 

• 1 set HD Component (Y Pb Pr) video outputs 

• 1 optical digital output for Dolby® Digital and PCM 
digital audio 

• 2 sets of RCA-type audio/video outputs 

• 1 S-Video output 

• 2 sets RCA-type audio/video inputs 

• 1 ATSC antenna input for off-air analog/digital 
broadcasts 

• 1 UHF Pro remote antenna input 

• 1 telephone jack 

• 3-prong power cord 

SPECIFICATIONS 

• Dimensions (approx): H: 2.625" W: 16" D: 13" 

• Weight (approx): 7.5 lbs. 

• Color: platinum 

• DISH 811 Standalone Receiver 
Part Number: 122306 



